
LATHE HAAS SL-40
 
 
Manufacturer: Haas
Type: SL-40
Year: 2008
Price: on request

TECHNICAL SPECIFICATIONS

Centre distance: 1.300 mm
Swing over bed: Ø 1.016 mm
Swing over cross-slide: Ø 648 mm
Spindle speed: 2,400 rpm
Bar capacity: ø102 mm
Turret: 10 stations live tooling
Control: Haas CNC control
C-axis: 0–360°
X-axis travel: 432 mm
Z-axis travel: 1,118 mm

Supplied with:

Live tools
Chip Conveyor
Hydraulic chuck
Toolpresetter
Machine user manuals

Country of origin: United States
Motor power: 30 kW
Machine (L×W×H): 380 × 233 × 220 cm
Machine weight: 11.500 kg

Kadijk 6
8531 XD
Lemmer The Netherlands

Telephone:
E-mail:
Internet:

+31(0)514 562 904 
sales@valkmachines.com 
http://www.valkmachines.com 

Please Note: The information on this page has been obtained to the best of our ability and belief. It is given in good faith, but its accuracy cannot be guaranteed. We 
advise you to check any vital details! Machine ares being sold, as seen and approved by you. In deviation of art. 14 of the Metaalunieconditions we do not give any 

guarantees on used machines;
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